
Exhaust Systems and Accessories

Exhaust Systems  
and Accessories

Standard product range:

•	To suit exhaust systems from 38mm to  
203mm diameter

•	Extensive range of different shapes and sizes

Bespoke solutions:

•	Designed to meet customers requirements

•	Solutions to c. 4000hp

•	Spray rings to DN700

•	DPF & SCR solutions by Emigreen

•	Lloyd’s Type Approvals

Watercooled or dry systems, standard or bespoke risers spray 
heads, silencers, separators, DPF & SCR aftertreatment solutions
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Exhaust Systems and Accessories

Bespoke Risers and Spray Heads

The general make-up of a riser and spray head assembly is shown below. 
Each system is designed and manufactured to suit the particular engine and 
engine room configuration. Supports and thermal jackets are normally supplied 
as part of the installation kit.

Parts Description

1 Optional down angled spray head

2 Spray head with water injection connection which is installed into the exhaust hose

3 Curved stainless steel bend, used in the upper and lower sections

4 Flange connector to suit engine turbo outlet

5 Riser tube as required

6 Flange connection

7 Heat protective jackets

8 Heat protective jacket for riser tube

9 Support brackets as required
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Lift Silencers - Top In Top Out

Lift Silencers - Side In Top Out

Composite Silencers and Separators

Lift Silencers - Top In Top Out

Part No. Reference
A B C D E Weight 

kginch mm mm mm mm mm

H001671 HTT005 1.5 38 158 200 50 44 1.5

H001673 HTT025 1.6 41 158 200 50 44 1.5

H001674 HTT030 1.6 41 230 200 53 44 1.9

H001675 HTT040 1.77 45 158 200 50 44 1.5

H001676 HTT045 1.77 45 230 200 50 44 1.9

H001677 HTT055 2 51 158 200 72 44 1.6

H001678 HTT065 2 51 255 275 51 68 3.3

H001679 HTT070 2 51 305 324 80 84 4.9

H001680 HTT085 2.36 60 255 275 73 68 3.5

H001681 HTT090 2.5 63 255 275 64 68 3.5

H001682 HTT110 3 76 255 275 76 68 3.7

H001683 HTT115 3.5 89 305 324 90 84 5.6

H001684 HTT120 4 102 305 324 102 70 5.6

H001685 HTT125 5 127 370 446 128 83 10.4

H001686 HTT130 6 152 370 446 127 102 10.7

H010299 HTT135 8 203 521 548 201 122 17.9

Lift Silencers - Side In Top Out

Part No. Reference
A1 A2 B C D F Weight 

kginch mm inch mm mm mm mm mm

H001615 HST005 1.5 38 1.5 38 169 200 38 95 1.5

H001616 HST010 1.5 38 1.5 38 230 200 38 139 1.8

H001617 HST025 1.6 41 1.6 41 169 200 38 95 2.2

H001618 HST035 1.6 41 1.6 41 255 275 55 165 3.3

H001619 HST055 1.77 45 1.77 45 230 200 50 139 1.9

H009936 HST105 2 51 2 51 230 200 51 139 1.9

H009525 HST110 2 51 2 51 255 275 51 165 3.3

H001623 HST115 2 51 2 51 305 324 81 200 4.9

H001624 HST145 2.36 60 2.36 60 305 324 75 200 5.1

H001625 HST150 2.36 60 2.36 60 255 275 74 165 3.5

H010352 HST165 2.5 63 2.5 64 255 275 64 165 3.5

H009937 HST200 3 76 3 76 255 275 76 165 4.4

H001629 HST205 3 76 3 76 305 324 100 184 6

H001630 HST210 3.5 89 3.5 89 305 324 90 184 5.6

H001631 HST215 4 102 4 102 305 324 102 184 5.6

H001632 HST220 5 127 5 127 370 446 102 222 10

H001633 HST225 5 127 5 127 343 342 114 219 6.6

H001634 HST230 6 152 6 152 370 446 127 254 11.4

H001635 HST235 6 152 8 203 370 446 152 222 12.4

H001636 HST240 8 203 8 203 585 500 200 392 15.6

H017157 HST250 10 254 10 254 576 635 250 400 30.1

Drawings and dimensions are for guidance. Alternative sizes and 
configurations available on request. Reference numbers that end with B are 
not Lloyd’s approved.

Drawings and dimensions are for guidance. Alternative sizes and configurations available 
on request. Reference numbers that end with B are not Lloyd’s approved.
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Lift Silencers - Side Angle In Top Out

Exhaust Systems and Accessories
Composite Silencers and Separators

Lift Silencers - End In End Out

Lift Silencers - Side Angle In Top Out

Part No. Reference
A B C D F

G º
Weight 

kginch mm mm mm mm mm

H001454 HAT015 2.36 60 270 275 60 175 30 3.6

H001456 HAT020 3 76 270 275 76 175 30 3.9

H001458 HAT025 3.5 89 305 324 91 184 30 5.5

H001459 HAT030 3.5 89 266 275 89 152 30 4.4

H001460 HAT035 4 102 480 324 130 300 35 7.8

H001461 HAT040 4 102 305 324 85 184 35 5.7

H001462 HAT043 4.5 114 480 324 135 300 35 7.9

H001463 HAT045 5 127 480 324 140 300 35 8.7

H001464 HAT050 6 152 370 446 200 222 35 11.2

H010302 HAT055 8 203 521 548 201 323 55 18.6

H017158 HAT060 10 254 660 650 289 374 55 29.6

Lift Silencers - End In End Out

Part No. Reference
A B C D F Weight 

kginch mm mm mm mm mm

H001496 HEE005 1.5 38 250 178 55 141 1.7

H001497 HEE010 1.6 41 250 178 65 133 1.8

H001498 HEE020 1.77 45 250 178 65 133 1.8

H001499 HEE035 2 51 310 178 65 133 2.1

H001500 HEE040 2 51 420 254 65 195 4.2

H001501 HEE045 2 51 250 178 65 133 1.8

H001502 HEE060 2.36 60 310 254 75 195 3.7

H001503 HEE065 2.36 60 420 254 75 195 4.4

H001504 HEE070 2.5 63 420 254 75 195 4.4

H001505 HEE080 3 76 420 254 80 195 4.7

H001506 HEE090 3.5 89 465 254 89 188 5.2

H001507 HEE095 4 102 462 305 102 222 6.8

H001508 HEE100 4.5 114 462 305 114 220 7

H001509 HEE105 5 127 599 305 126 220 8.8

H001510 HEE110 6 152 640 346 152 260 11.4

H010303 HEE115 8 203 695 446 205 297 18.4

Drawings and dimensions are for guidance. Alternative sizes and configurations 
available on request.

Drawings and dimensions are for guidance. Alternative sizes and configurations 
available on request.
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In-line Round Body Silencers

In-line Oval Body Silencers

Outlet
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E

Dual Chamber Silencers

In-line Round Body Silencers

Part No. Reference
A1 A2 B C D G Weight 

kginch mm inch mm mm mm mm mm

H001524 HILR003 2.38 60 2.38 60 152 212 70 41 1.8

H001525 HILR005 3 76 3 76 203 335 75 59 3.5

H001526 HILR010 3.5 89 3.5 89 203 390 100 53 4.2

H001527 HILR015 4 102 4 102 254 465 102 68 6.4

H001528 HILR020 4.5 114 4.5 114 254 502 114 61 6.8

H001529 HILR025 5 127 5 127 254 546 127 55 7.9

H001530 HILR030 5 127 6 152 305 762 127 65 12.1

H001531 HILR035 6 152 6 152 305 661 152 65 11.4

H001532 HILR040 6 152 8 203 398 880 200 91 22

H001533 HILR045 8 203 8 203 395 880 201 88 23

H001534 HILR050 10 254 10 254 446 1092 254 87 32

H001535 HILR055 12 305 12 305 489 1308 305 87 41

In-line Oval Body Silencers

Part No. Reference
A1 A2 B C D E F G Weight 

kginch mm inch mm mm mm mm mm mm mm

H001517 HILO005 5 127 5 127 127 520 140 225 385 118 10.8

H001518 HILO006 5 127 6 152 152 640 150 225 385 105 10.6

H001519 HILO010 6 152 6 152 152 640 150 225 385 105 9.5

H001520 HILO012 6 152 8 203 203 928 203 270 420 93 12.2

H001521 HILO015 8 203 8 203 203 876 203 270 420 93 16.3

H001522 HILO016 8 203 10 254 254 758 203 295 465 87 21.6

H001523 HILO020 10 254 10 254 254 1092 254 365 630 164 39

Dual Chamber Silencers

Part No. Reference
A1 A2 B C

inch inch mm mm

H008419 HDC025 4 4 600 446

H001488 HDC035 5 5 700 446

H001489 HDC040 5 6 800 446

H001490 HDC045 6 6 800 446

H001491 HDC050 6 8 800 446

H001492 HDC055 8 8 900 648

H001493 HDC060 8 10 900 650

H001494 HDC065 10 10 1000 650

H001495 HDC070 12 12 1000 650

Drawings and dimensions are for guidance. Alternative sizes and configurations available 
on request. All units are made to order and customisable.	

Drawings and dimensions are for guidance. Alternative sizes and configurations available 
on request. All units are made to order and customisable.	

Drawings and dimensions are for guidance. Alternative sizes and configurations 
available on request. All units are made to order and customisable.	
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Combined Silencer / Separators

Halyard UK Manufacturing Facilities

Exhaust Systems and Accessories
Composite Silencers and Separators

Halyard products including stainless steel risers, water 
injection spray heads, exhaust transom outlets, supports, 
high temperature GRP silencers and separators, tube 
and connectors, marine exhaust hose, silicone hoses and 
bellows are designed and manufactured in-house at our 
UK manufacturing facilities. 

As a result Halyard are uniquely placed to be able to 
design and manufacture market leading exhaust systems 
and components to meet your exact requirements.

Combined Silencer / Separators

Part No. Type
A B C D E

inch mm inch mm inch mm mm mm

ML-0382-01 Side in, bottom out 3.5 89 3.5 89 2 51 617 370

ML-0382-02 Side in, bottom out 4 102 4 102 3 76 641 370

ML-0382-03 Side in, bottom out 5 127 5 127 3 76 750 430

ML-0382-04 Side in, bottom out 6 152 6 152 3 76 920 470

ML-0364-01 Side in, horizontal top out 3.5 89 3.5 89 2 51 595 370

ML-0364-02 Side in, horizontal top out 4 102 4 102 3 76 626 370

ML-0364-03 Side in, horizontal top out 5 127 5 127 3 76 725 430

ML-0364-04 Side in, horizontal top out 6 152 6 152 3 76 904 470

Drawings and dimensions are for guidance. Alternative sizes and configurations available on 
request. All units are made to order and customisable.	
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Moulded Water Separators

MS4000 Series Water Separator

MS5015 60mm and 63.5mm Straight Outlet  
MS5030 60mm and 63.5mm 90º Outlet

Exhaust: 60mm and 63.5mm

Gas Outlet: 50mm

Maximum Water Flow: 42 Litres Per Minute

Weight: 1.7kg

MS5000 Series Water Separator

MS7000 Series Water Separator

Halyard’s exhaust water separator range is 
available with inlet / outlet diameters from 
38mm (1.5”) to 76mm (3”). Manufactured 
from a special high temperature Polyolefin and 
available from stock.

MS4020 38mm 90º Outlet 
MS4025 40mm 90º Outlet

Exhaust: 38mm and 40mm

Gas Outlet: 38mm and 40mm

Maximum Water Flow: 18 Litres Per Minute

Weight: 1kg

MS5020 45mm and 50mm 90º Outlet

Exhaust: 45mm and 50mm

Gas Outlet: 50mm

Maximum Water Flow: 42 Litres Per Minute

Weight: 1.7kg

MS5010 50mm Straight Outlet 
MS5025 50mm 90º Outlet

Exhaust: 50mm

Gas Outlet: 50mm

Maximum Water Flow: 42 Litres Per Minute

Weight: 1.7kg

MS7510 75mm 90º Outlet

Exhaust: 75mm

Gas Outlet: 76mm

Maximum Water Flow: 65 Litres Per Minute

Weight: 3.3kg
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GRP Low Profile Water Separator

GRP General Water Separator

Exhaust Systems and Accessories
GRP Water Separators

GRP Low Profile Water Separator

Part No. Reference
A B C D E F G H Weight 

kginch mm mm mm mm inch mm mm mm mm

H014054 HFS020 2 51 125 75 305 1.5 38 96 76 65 4.4

H001511 HFS025 2.5 63 140 100 346 1.5 38 144 100 70 4.8

H001514 HFS030 3 76 140 110 398 2 51 144 100 70 6.5

H001515 HFS035 3.5 89 140 110 398 2 51 144 107 70 6.5

H001516 HFS040 4 102 170 110 398 2 51 144 107 85 7

H007116 HFS050 5 127 175 125 494 2.5 63 140 107 88 12.5

H010304 HFS060 6 152 215 151 594 2.5 63 175 107 105 17.1

GRP General Water Separator

Part No. Reference
A1 A2 B C D E F G Weight 

kginch mm mm mm mm mm mm mm

H001687 HWS030 76 76 38 240 356 346 120 110 7.6

H001688 HWS035 89 89 38 264 356 346 120 110 7.8

H001689 HWS040 102 102 38 282 356 346 120 100 9.5

H001690 HWS050 127 127 51 310 406 398 150 110 11.1

H001691 HWS060 152 152 51 335 406 398 158 100 12.1

Drawings and dimensions are for guidance. Alternative sizes and configurations 
available on request. 

Drawings and dimensions are for guidance. Alternative 
sizes and configurations available on request.

This separator has universal inlet and outlet 
tubes. The tubes marked ‘A’ can be used 
as either inlet or outlet
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GRP Tube

Diameters from 2” to 24” are supplied with 
peel-ply wrapping - a special layer which the 
customer peels off to leave a coarse surface 
requiring minimal preparation.

Lloyd’s Approved resins with special 
temperature ratings are used in the 
manufacture of this tube (applies to tube over 
2”/ 51mm only).

Part numbers H000526 – H000530, do not 
have Lloyd’s Approval.

Note: Lloyds Type Approval is applicable for 
Halyard GRP products in exhaust system 
applications.

GRP Tube

Part No. Reference
A Nominal O.D.

Nominal 
Wall 

Thickness
Weight

kg per m

B 
Standard 
Length

inch mm mm m

H000526 HT001 0.75 19 3.5 0.25 1.2

H000527 HT005 1 25 2.6 0.33 1.2

H000528 HT010 1.5 38 4 0.5 1.2

H000529 HT015 1.6 41 2.3 0.5 1.2

H000530 HT020 1.75 44 2.5 0.6 1.2

H009939 HT030 2 51 2.5 0.7 3

H009940 HT040 2.36 60 3 0.9 3

H009953 HT045 2.5 63 3.5 1 3

H009954 HT055 3 76 4 1.3 3

H009965 HT060 3.5 89 4 1.5 3

H009966 HT065 4 102 4 1.9 3

H010014 HT070 4.5 114 4 2.2 3

H010017 HT075 5 127 4 2.5 3

H010018 HT080 6 152 4 2.9 3

H010028 HT082 7 178 4.5 3.7 3

H010030 HT085 8 203 4.5 4.5 3

H010034 HT090 10 254 4.5 5.5 3

H010036 HT095 12 305 4.5 6.8 3

H010040 HT100 13.6 346 5 7.7 3

H010041 HT105 15.7 398 4.5 8.9 3

H010371 HT115 19.3 493 5 10.9 3

H010042 HT120 23.3 593 5 14.7 3

Drawings and dimensions are for guidance. Alternative sizes and up to 1000mm 
O.D. configurations available on request. 

GRP Tubes & Connectors
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GRP Exhaust Connectors

GRP Exhaust Connectors

Part No. Reference
A B

Weight kg
inch mm mm

H001536 HJ010 1.5 38 175 0.1

H001537 HJ015 1.6 41 175 0.1

H001538 HJ020 1.77 45 175 0.1

H001539 HJ030 2 51 200 0.15

H001540 HJ040 2.36 60 200 0.2

H001541 HJ045 2.5 63 200 0.25

H001542 HJ055 3 76 250 0.4

H001543 HJ060 3.5 89 250 0.5

H001544 HJ065 4 102 300 0.65

H001545 HJ070 4.5 114 300 0.75

H001546 HJ075 5 127 300 0.85

H001547 HJ080 6 152 350 1.1

H007269 HJ082 7 178 350 1.35

H001548 HJ085 8 203 350 1.7

H001549 HJ090 10 254 400 2.4

H001550 HJ095 12 305 400 2.7

Drawings and dimensions are for guidance. Alternative sizes and 
configurations available on request. 

GRP Bow Thruster Tube

GRP Bow Thruster Tube

Part No. Reference Description

H008493 HBT140/15 140mm  bore by 5mm wall x 1.5m

H001470 HBT185/15 185mm  bore by 6mm wall x 1.5m

H001477 HBT250/15 250mm  bore by 8mm wall x 1.5m

H001482 HBT300/15 300mm  bore by 9mm wall x 1.5m

Drawings and dimensions are for guidance. Alternative sizes and configurations 
available on request.

Note: Lloyds Type Approval is applicable for Halyard 
GRP products in exhaust system applications.

Note: Lloyds Type Approval is applicable for Halyard 
GRP products in exhaust system applications.

Exhaust Systems and Accessories
GRP Tubes & Connectors
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GRP Adaptors and Bends

GRP Reducers

Part No. Reference
A1 O.D. A2 O.D. B C L Weight 

kginch mm inch mm mm mm mm

H001442 HA020 2 51 3 76 102 78 205 0.4

H001443 HA035 2.5 63 3 76 102 95 222 0.4

H001444 HA050 3 76 3.5 89 125 102 252 0.5

H001445 HA055 3 76 4 102 142 102 269 0.6

H001446 HA060 3.5 89 4 102 142 125 293 0.7

H001447 HA065 3.5 89 4.5 114 140 125 290 0.9

H001448 HA070 4 102 5 127 158 142 326 1.1

H001449 HA075 4 102 6 152 177 142 370 1.7

H001450 HA095 5 127 6 152 177 158 361 1.8

H001451 HA096 6 152 7 178 240 177 467 1.9

H001452 HA110 6 152 8 203 225 177 452 2.1

H001453 HA115 8 203 10 254 279 225 555 3.5

GRP 45º Elbows

Part No. Reference
A B C Weight 

kginch mm mm mm
H001409 H45025 2 51 161 103 0.2
H001410 H45035 2.36 60 166 111 0.3
H001411 H45040 2.5 63 188 123 0.4
H001412 H45050 3 76 213 142 0.6
H001414 H45055 3.5 89 282 181 0.8
H001415 H45060 4 102 243 173 0.7
H001417 H45065 4.5 114 181 208 1
H001418 H45070 5 127 339 230 1.2
H001419 H45075 6 152 376 263 2
H007270 H45077 7 178 599 374 2.5
H001420 H45080 8 203 710 438 4.5
H001421 H45085 10 254 776 501 5.5

GRP 90º Elbows

H001422 H90005 1.5 38 121 121 0.3
H001424 H90025 2 51 150 150 0.4
H001425 H90035 2.36 60 158 158 0.5
H001426 H90040 2.5 63 177 177 0.5
H001427 H90050 3 76 197 197 0.8
H001428 H90055 3.5 89 229 229 1
H001429 H90060 4 102 242 242 1.2
H001430 H90065 4.5 114 269 269 1.5
H001431 H90070 5 127 308 308 1.8
H001433 H90075 6 152 358 358 2.5
H001435 H90077 7 178 542 542 4
H001436 H90080 8 203 580 580 5.6
H010290 H90085 10 254 659 659 6.5
H001438 H90090 12 305 762 762 8

GRP 180º Elbows

H001398 H180015 1.75 44 133 124 0.3
H001399 H180025 2 51 153 154 0.6
H001400 H180035 2.36 60 181 150 0.6
H001401 H180040 2.5 63 192 166 0.7
H001402 H180050 3 76 214 187 1.1
H001403 H180055 3.5 89 268 219 1.6
H001404 H180060 4 102 293 228 1.8
H001405 H180070 5 127 380 310 3
H001406 H180075 6 152 427 327 3.6
H007310 H180080 7 178 531 455 5
H001407 H180085 8 203 684 547 7 Alternative sizes and configurations available on request. 

Note: Lloyds Type Approval is applicable for Halyard 
GRP products in exhaust system applications.
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Flexible Exhaust Bends

Flexible 45° Black EPDM Bends 100°C Max.

Part No. Reference I.D. A B C D W

H003337 CBR450040 51 125 125 50 50 5

H003338 CBR450050 76 145 145 50 50 6.5

H003339 CBR450055 89 155 155 50 50 6.5

H003340 CBR450060 102 160 160 50 50 7

H003341 CBR450065 127 240 240 50 50 8

H003342 CBR450070 152 350 350 60 60 8

H003343 CBR450075 203 400 400 65 65 10

H003344 CBR450080 254 425 425 65 65 12

Flexible 90° Black EPDM Bends 100°C Max.

Part No. Reference I.D. A B C D R W

H003345 CBR90040 51 125 125 50 50 50 5

H003346 CBR90045 63 145 145 50 50 95 5

H003347 CBR90050 76 145 145 50 50 95 6.5

H003348 CBR90055 89 155 155 50 50 100 6.5

H003349 CBR90060 102 160 160 50 50 110 7

H003350 CBR90065 127 240 240 50 50 187 8

H003351 CBR90070 152 350 350 60 60 250 8

H003352 CBR90070 203 400 400 65 65 300 10

H003353 CBR90080 254 425 425 65 65 350 12

Flexible 90° Silicone Bends 180°C Max.

Part No. Reference I.D. A B C D R W

H003324 CB90040 51 125 125 50 50 50 5.5

H003325 CB90045 63 145 145 50 50 95 5.5

H003326 CB90050 76 145 145 50 50 95 7

H003327 CB90055 89 155 155 50 50 100 7

H003328 CB90060 102 160 160 50 50 110 7

H003329 CB90065 127 240 240 50 50 187 7

H003330 CB90070 152 350 350 60 60 250 7

H003331 CB90075 203 400 350 65 65 300 7

Flexible 45° Silicone Bends 180°C Max.

Part No. Reference I.D. A B C D R W

H003319 CB45040 51 125 125 50 50 50 5.5

H003320 CB45050 76 145 145 50 50 95 7

H003321 CB45055 102 102 160 160 50 110 7

H003322 CB45065 127 240 240 50 50 187 7

H003318 CB45070 152 350 350 60 60 250 7

Exhaust Systems and Accessories
Flexible Connectors

Special Order Options 

•	 Extremely high temperature 
bends rated to 260°C

•	 Alternative sizes and configurations
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Marine Diesel Exhaust Hose

Wire Reinforced Standard Range Exhaust Hose

Wire Reinforced ‘HalFlex’ Ultra Flexible Exhaust Hose

Wire Reinforced Standard Range Exhaust Hose 
Temperature rating - Continuous: 100˚C, intermittent: Contact Halyard

Part No. Reference
I.D. Bend Radius Max. Length

inch mm mm metres

H000518 HS32 1.25 32 130 60

H000519 HS38 1.50 38 150 60

H000520 HS40 1.58 40 160 60

H000521 HS44 1.77 45 170 60

H000522 HS51 2.01 51 180 60

H000523 HS60 2.36 60 190 60

H000524 HS63 2.50 63.5 200 60

H000525 HS76 3.00 76 250 60

H013763 HS90 3.55 90 330 60

H013764 HS102 4.00 102 410 60

H018617 HS127 5.00 127 560 60

H019437 HS152 6.00 152 680 60

H019438 HS203 8.00 203 995 60

Not available with soft cuffed ends

Wire Reinforced ‘HalFlex’ Ultra Flexible Exhaust Hose 
Temperature rating - Continuous: 100˚C, intermittent: Contact Halyard

Part No. Reference
I.D. Bend Radius Max. Length

inch mm mm metres

H022112 HFX38 1.50 38 75 11

H022113 HFX41 1.61 41 85 6

H022114 HFX44 1.73 44 90 12

H022115 HFX51 2.00 51 105 12

H022116 HFX60 2.36 60 120 12

H022117 HFX63 2.50 63 125 6

H022118 HFX76 3.00 76 175 12

H022119 HFX89 3.50 89 205 12

H022120 HFX102 4.00 102 235 12

H022121 HFX113 4.50 113 260 11

H022122 HFX127 5.00 127 295 12

H022123 HFX152 6.00 152 350 12

H022124 HFX177 7.00 177 410 6

H022125 HFX203 8.00 203 470 6

H022126 HFX254 10.00 254 700 6

H022127 HFX305 12.00 305 840 6

H022128 HFX356 14.00 356 N/A 4.5

H022129 HFX406 16.00 406 N/A 3.5

H022130 HFX458 18.00 458 N/A 2

Available as wired to end or with soft cuffed ends to aid hose clamping
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Exhaust Systems and Accessories
Marine Diesel Exhaust Hose

Wire Reinforced ‘HalFlex-HT’ High Temperature Hose 

Silicone Exhaust Hose

Special Order Options 

•	 Extremely high temperature Silicone 
rated to 260°C continuous

•	 Alternative sizes and configurations

Wire Reinforced ‘HalFlex-HT’ High Temperature Hose 
Temperature rating - Continuous: 150˚C, intermittent: Contact Halyard

Part No. Reference
I.D. Bend Radius Max. Length

inch mm mm metres

H022131 HFXHT38 1.50 38 75 11

H022132 HFXHT41 1.61 41 85 6

H022133 HFXHT44 1.73 44 90 12

H022134 HFXHT51 2.00 51 105 12

H022135 HFXHT60 2.36 60 120 12

H022136 HFXHT63 2.50 63 125 6

H022137 HFXHT76 3.00 76 175 12

H022138 HFXHT89 3.50 89 205 12

H022139 HFXHT102 4.00 102 235 12

H022140 HFXHT113 4.50 113 260 11

H022141 HFXHT127 5.00 127 295 12

H022142 HFXHT152 6.00 152 350 12

H022143 HFXHT177 7.00 177 410 6

H022144 HFXHT203 8.00 203 470 6

H022145 HFXHT254 10.00 254 700 6

H022146 HFXHT305 12.00 305 840 6

H022147 HFXHT358 14.00 356 N/A 4.5

H022148 HFXHT406 16.00 406 N/A 3.5

H022149 HFXHT458 18.00 458 N/A 2

Available as wired to end or with soft cuffed ends to aid hose clamping

Silicone Exhaust Hose 
Temperature rating - Continuous: 180˚C, intermittent: Contact Halyard

Part No. Reference
I.D.

inch mm

H022160 SS38 1.50 38

H022161 SS41 1.61 41

H022162 SS44 1.73 44

H022163 SS51 2.01 51

H022164 SS60 2.36 60

H022165 SS63 2.48 63

H022166 SS76 2.99 76

H022167 SS89 3.50 89

H022168 SS102 4.02 102

H022169 SS113 4.45 113

H022170 SS127 5.00 127

H022171 SS152 5.98 152

H022172 SS177 6.97 177

H022173 SS203 7.99 203

H022174 SS254 10.00 254

H022175 SS305 12.01 305

H022176 SS356 14.02 356

H022177 SS406 15.98 406

H022178 SS456 17.95 456

Pending Lloyds approval. Please contact Halyard for further information

This product is designed for short flexible connections only – Please contact Halyard for further information
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Silicone Flexible Bellows

Special Order Options 

•	 Extremely high temperature Silicone 
rated to 260°C continuous

•	 Alternative sizes and configurations

Wire Reinforced Silicone Exhaust Hose

Special Order Options

•	 Extremely high temperature 
Silicone rated to 260°C 
continuous

•	 Alternative sizes and 
configurations

Wire Reinforced Silicone Exhaust Hose 
Temperature rating - Continuous: 180˚C, intermittent: Contact Halyard

Part No. Reference
I.D. Max. Length

inch mm metres

H022181 SW38 1.50 38 11

H022182 SW41 1.61 41 6

H022183 SW44 1.73 44 12

H022184 SW51 2.01 51 12

H022185 SW60 2.36 60 12

H022186 SW63 2.48 63 6

H022187 SW76 2.99 76 12

H022188 SW89 3.50 89 12

H022189 SW102 4.02 102 12

H022190 SW113 4.45 113 11

H022191 SW127 5.00 127 12

H022192 SW152 5.98 152 12

H022193 SW177 6.97 177 6

H022194 SW203 7.99 203 6

H022195 SW254 10.00 254 6

H022196 SW305 12.01 305 6

H022197 SW356 14.02 356 4.5

H022198 SW406 15.98 406 3.5

H022199 SW456 17.95 456 2

Available as wired to end or with soft cuffed ends to aid hose clamping

Silicone Flexible Bellows 
Temperature rating - Continuous: 180˚C, intermittent: Contact Halyard

Part No. Reference
I.D.

Length 
Overall Single/Dual 

Hump
inch mm mm

H003300 CB1063 2.5 63 150 Single

H003301 CB1076 3.0 76 170 Single

H003302 CB1090 3.5 89 220 Single

H003303 CB1102 4.0 102 220 Single

H003304 CB1127 5.0 127 220 Single

H003305 CB1152 6.0 152 220 Single

H003306 CB1178 7.0 178 220 Single

H003307 CB1203 8.0 203 220 Single

H003308 CB1254 10.0 254 250 Single

H003309 CB1305 12.0 305 300 Single

H003310 CB2102 4.0 102 350 Double

H003311 CB2152 6.0 152 350 Double

H003312 CB2178 7.0 178 350 Double

H003313 CB2203 8.0 203 350 Double

H003314 CB2254 10.0 254 350 Double

H003315 CB2305 12.0 305 350 Double

H003316 CB2324 12.76 324 350 Double

H003317 CB2355 14.02 356 400 Double
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Stainless Steel Hose Clamps

Stainless Steel Hose Clamps

Part No. Reference
Hose O.D.  

Range - mm
Typical Hose  

I.D - mm

H000505 HCSS4043 40 - 43 32

H000507 HCSS4751 47 - 51 38

H000507 HCSS4751 47 - 51 40

H000509 HCSS5559 55 - 59 45

H000510 HCSS5963 59 - 63 50

H000512 HCSS6873 68 - 73 60

H000512 HCSS6873 68 - 73 63.5

H000515 HCSS8591 85 - 91 76

H000517 HCSS97104 97 - 104 89

H000483 HCSS104112 104 - 112 102

H000486 HCSS131139 130 - 140 127

H000488 HCSS150162 150 - 162 152

H000489 HCSS162174 162 - 174 152

H000491 HCSS188200 187 - 200 178

H000492 HCSS201213 201 - 213 203

H000493 HCSS213226 213 - 226 203

H018791 HCSS260280 268 - 278 254

H011109 HCSS252265 252 - 265 254

H019846 HCSS300324 300 - 324 304

H000499 HCSS315325 317 - 330 304

H019851 HCSS361387 361 - 387 355

H000503 HCSS370380 369 - 382 355

H018627 HCSS413439 413 - 439 406

Note: 

•	 Please contact Halyard or your local 
distributor or dealer to verify correct 
clamp size to suit your Halyard 
hose, connector or bellows
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Separator Non-Return Valves

Designed for use where there is a risk of water being 
pushed back up the separator drain.

When part of an overboard system valves must not be installed below the waterline.

Separator Non-Return Valves

Part No. Reference
Inlet/Outlet 

Dia inch
Inlet/Outlet 

Dia mm

H008743 NRV38 1.5 38

H008744 NRV50 2 51

Bronze Siphon Breakers

This range of siphon breakers are made from corrosion 
resistant bronze.

The siphon permits air to enter, but does not permit air and 
odours to escape. The cap is threaded 1/2” NPT to accept a 
barb fitting to facilitate overboard venting. Overboard venting is 
required if used in an exhaust system.

Vented loops assure clog-free anti-siphon protection for 
sanitation or engine exhaust systems. The oversized vent valve 
can easily be removed for inspection or cleaning.

B

IN

Removable cap is 
threaded 1/2” NPT for 

optional overboard venting

C

A

Bronze Siphon Breakers

Part No. Reference Description
Hose I.D. A Mount Holes B Height C Hose Centres

mm inch mm inch mm inch mm inch

H021061 SB050 Siphon breaker 1/2" 12.7 0.5 120.65 4.75 109.22 4.3 76.2 3

H021062 SB0750 Siphon breaker 3/4" 19.05 0.75 120.65 4.75 109.22 4.3 76.2 3

H018133 SB100 Siphon breaker 1" 25.4 1 120.65 4.75 109.22 4.3 76.2 3

H018134 SB150 Siphon breaker 1 1/2" 38.1 1.5 170.18 6.7 109.22 4.3 101.6 4

H021063 SB200 Siphon breaker 2" 50.8 2 185.42 7.3 137.16 5.4 114.3 4.5

H018171 N/A 90 degree hose barb for overboard venting
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Thermal Insulation Jackets

Hot Lag

Hot lag is designed for lagging hot exhaust systems 
with a thermal insulator which is asbestos free. It has 
a nominal width of 100mm (4”) by 5mm (0.25”) and 
may be held in place with stainless steel hose clips.

Thermal insulation jackets can be 
supplied to suit your new exhaust system 
or can also be made and supplied as 
replacements for your existing system.

These are available with either a grey or 
black finish.

Hot Lag

Part No. Reference Description

H000532 HTL05090 5m x 100mm wide, 6mm thick

Exhaust Systems and Accessories
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Exhaust Alert SystemNEW
PRODUCT

Halyard’s new Exhaust Alert provides a class leading exhaust overheat alert 
system housed in a stylish new standard 52mm diameter, IP67 waterproof gauge. 

The new system incorporates self-test functionality with touchscreen control and is supplied as a 12/24 
Volt dual voltage unit. Available with a choice of chrome or black bezel and black or white gauge faces 
to compliment your existing gauges.

Water Cooled  
Exhaust Overheat  
Alert System

•	IP67 waterproof  
52mm gauge

•	Self test functionality

•	Touch screen control

•	Single and twin engine 
monitoring

•	Single and dual  
station display

•	Easy installation
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Exhaust Alert - Legacy System

Exhaust Alert - Gauge System

Part No. Reference Exhaust Alert System

Sets

H000419 AS150
Single engine system including control box, helm display with 10 metre cable, and through hose 
temperature sensor with 3 metre cable

H000424 AS180 Single engine system for OEM use (supplied to wire into custom engine dash panel)

H000430 AS250
Twin engine system including control box, helm display with 10 metre cable, and two through hose 
temperature sensors each with 3 metre cable

H000433 AS280 Twin engine system for OEM use (supplied to wire into custom engine dash panel)

H000437 AS350
Triple engine system including control box, helm display with 10 metre cable, and three through hose 
temperature sensors each with 3 metre cable

H000439 AS380 Triple engine system for OEM use (supplied to wire into custom engine dash panel)

Options

H000447 AS777 Optional siren to supplement buzzer on helm display

Spares

H000441 AS700 Control box

H000442 AS705 OEM Control box

H000444 AS710 Single engine helm display with 10 metre cable

H000445 AS720 Twin engine helm display with 10 metre cable

H000446 AS730 Triple engine helm display with 10 metre cable

H000449 AS900 Through hose sensor,120 deg C, with 3 metre cable

H000450 AS905
Through hose sensor, 120 deg C, with bush fitting - allows replacement of a burnt out sensor without 
removing the exhaust hose

Part No. Reference Exhaust Alert System

Sets

H021247 AS115 Single engine single station gauge with through hose sensor with 16 metre cable

H021248 AS125 Single engine single station gauge with removable through hose sensor with 16 metre cable

H021249 AS135 Single engine dual station gauges with through hose sensors with 16 metre cable

H021250 AS145 Single engine dual station gauges with removable through hose sensors with 16 metre cable

H021251 AS215 Twin engine single station gauge with through hose sensor with 16 metre cable

H021252 AS225 Twin engine single station gauge with removable through hose sensors with 16 metre cable

H021253 AS235 Twin engine dual station gauges with through hose sensors with 16 metre cable

H021254 AS245 Twin engine dual station gauges with removable through hose sensors with 16 metre cable

H020170 AS701 Master gauge

H020171 AS702 Repeater gauge

H021389 AS780 Connector block

Siren

Helm Display

Through Hose Sensor Removable Through Hose Sensor

OEM Control Box

Exhaust Systems and Accessories
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Dry Silencers

Dry Exhaust Systems:

•	 For main propulsion, generator 
and auxiliary engines

•	 Standard and bespoke systems 
including mounting arrangement

•	 Mild steel or stainless steel

•	 Thermal insulation available

•	 Optional water injection for outlet cooling

•	 DPF and SCR aftertreatment solutions

Halyard supply a range of dry exhaust gas silencers, designed to meet the requirements of every kind of 
application. The silencers use reactive and absorptive principles, or a combination of both. Spark arrestors or 
catalysts can also be incorporated. Where space is restricted and a more unusual configuration is required, we 
can supply a range of two, three and four pass box silencers. Variable inlet and outlet positions and mountings are 
available to suit the installation.



26   Halyard Products Range

Exhaust Systems and Accessories

Emigreen DPF and SCR Aftertreatment Systems

DPF and SCR Systems:

•	 Designed to meet and exceed 
statutory emissions regulations

•	 Elimination of soot contamination

•	 Bespoke solutions to optimise 
available engine room space

•	 Integrated in a high-performance exhaust silencer

Emigreen is the leading innovator in the field of 
Selective Catalytic Reduction (SCR) and Diesel 
Particle Filters (DPF) producing integrated emission 
control solutions driven by the customer’s 
requirements. This is where Emigreen stands out 
from the crowd; it is the customer’s requirements 
that dictate the solution, not the products from any 
particular supplier.

Customer requirements are many and varied, 
ranging from the need to meet statutory regulations, 
through the need to stop soot blemishing the 
brilliant white deck of a luxury yacht to the need to 
fit the solution into an awkward space. Whether 
for a commercial vessel or superyacht, new build 
or retrofit Emigreen has the solution optimised for 
reliability, control and efficiency.

Please contact Halyard for further information and to 
discuss your specific requirements.

Halyard are main Emigreen distributors


